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STANDARD
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RUBBISH CHUTE
COMFORT




CEDA

The perfect rubbish chute system for
inclined roof, flat roof, walls and scaffolds

GEDA guality: ! ' 6 mm wall thickness +

4 mm wall L ) | 3 mm wear ribbings,
thickness and . fl double hooks for safe use
double hooks ’ ﬁ

for safe use :
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TEMPORARY INSTALLATIONS

b Length 1.2 m
b Double hooks I» Double hooks
P 4 mm walls made 6 mm walls
of high-guality +3 mm wear
plastics, ribbings,
weight = 10 kg weight = 12 kg
P the good value b High-quality made of
afternative extremely impact-
resistant plastics
£ — =0 Quick setup
© Assembly with practical hand
winch
Convenient components

© plastic dump hopper
(epening width 76 cm)

© dumip hopper and chute
branch in one product

© special chute liner for
deflected areas

© The quiding ring allows
exact placement above
the container

Dust-free working

© special dust collar

@ dust protection hood

© skip cover for the container

GEDA rubbish chutes - an all-purpose system with

no limits!

The differant fixing materials stand for extremely short
setup times and maximum work efficiency:
Convenient accessories allow dust-free working
(e.g. in town centres) or working on several levels
at the same time.
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Your dealer:

LEDA

GEDA-Dechentreiter
GmbH & Co. KG

Mertinger Strafie 60

D-86663 Asbach-Baumenheim
Phone +49 (0) 906 2808-0

Fax +49 (0) 906 9803-50
vertrieb@geda.de
www.geda.de




